FiIKSE KURUTMA MAKINESI

TEKNIK KATALOG
TECHNICAL CATALOUGE

KULLANIM KILAVUZU
OPERATION MANUAL

FIKSE KURUTMA MAKINESI
FIXING MACHINE (DRYER)

TEKNIK OZELLIKLER /

1200 1400 2X 800
Ealarlk 30 kw - 380 V - 50 Hz 30 kw - 380 VV - 50 Hz 30 kw- 380 V - 50 Hz
g::;m‘g’g' 1200 mm 1400 mm 2 x 800 mm
i 12m / dk 12m/dk 12m/ dk
%‘l’é‘;ﬁ“k 1500 mm 1700 mm 2200 mm




Not : “Dikkat, Makineyi kullanmadan dnce, kullanma kilavuzunu okuyunuz".
Note : “Attention, Please read the quide before using".

FIKSE KURUTMA MAKINESI — 2-) Pako sarteli aginiz. Makineye ii¢ faz elektrigin geldidini goriniiz.
FIXING MACHINE (DRYER) 2-) Switch on the main power and make sure there are 3 phase power
connected.

3-) Bantin hareketini hizli veya yavas olarak ayarlayiniz.
3-) Please adjust the speed of the band.
4)

Makineyi calistirmak icin yesil butona basiniz.
4-) Push the green button to start of the machine.

5-) Makinenin 1sinmasini sadlamak icin H-SET diigmesine basarak ayni anda
yikseltmekicin A isaret tusuna basiniz. Isiy1 diistirmek icin H-SET
diigmesine basarak aynianda ' 'V isaret tusuna basiniz.

5-) Push the H-SET button to warm up the machine and at the same time,
push the /A upward marked button to increase the temperature.
Push the H-SET button and at the same time push the W' downward
marked button to decrease the temperature.

|—> 7-) Soklama ihtiyaci oldugunda soklama anahtarlarini agarak devreye
alabilirsiniz.

7-) If you need to apply shock temperature switch on the shocking
application key to start.

1-) Makinenin enerjisini saglayiniz.
1-) Switch on the power.

6-) Istenilen isiyr gordiigiiniiz calisabilirsiniz.
6-) When the adjusted temperature is reached, you can start to work.

8-) Zararh dumandan korunmak icin dumani tahliye bacalari ile calisma alaninin digina gikmasini saglayiniz.
8-) Please use the chimley for ejection of the harmful mist to the outside of the working area.

9-) Parca baski kurutma maksatli kullanilir. Baska maksatl kullaniimaz tehlikeli ve yasaktir.
9-) The machine can be used for drying of the screen printing models. Other applications are dangerous and forbidden.

10-) Pvc yanic, patlayic, eriyici, koku verici alev alict maddeler ve gida icerikli yiyeceklerin fiksenin kurutma haznesine
ve tastyici bant tizerine koymayiniz tehlikeli ve yasaktir.

10-) Do not put the Pvc based, melting, flammable, explosive, smelling materials and foodstuffs on the band or inside the
cabinet of the machine.

11-) Makinenin metal kisimlarini soguk iken gazl bezle temizleyin. Elektrik panosu bantini motor kapaklarini hava tutarak temizleyin.
11-) The metal parts of the machine should be cleaned with white spirit when it was cold. Electricity control panel, band and the cover
of the motors should be cleaned with air pressure.

12-) Yangin esnasinda makinenin elektrik tesisatini iptal etmeden hic bir sekilde uygulama yapmayin.
12-) Do not make any application before canceling the power.

13-) Elektrik 31 kw-380V TR-90-J
Elektrik 35 kw-380V TR-120
Elektrik 50 kw-380V TR-120-L-85

NOT: Makine ariza yaptiginda elektrigini kapatmadan nce uygulama yapmayin.
NOTE: When the machine breaks down, don't make any application before canceling the power.



1. Nolu Unite ve
2. Nolu Unite

Sase civatalarini
Takiniz

Sase civatalarini
Takiniz

3. Nolu tnite ve
4. Nolu Unite

Sase civatalarini
Takiniz

Sase civatalarini
Takiniz

5. Nolu Unite ve
6. Nolu Unite

Sase civatalarini
Takiniz

Sase civatalarini
Takiniz

w

Teflon banti takiniz

Banti ilerletiniz

6

5. Nolu tnite ve 6. Nolu tnite sase civatalarini
takmadan 6nce banti iki Uinite arasindan
gecirerek bantin iki ek konumuna getiriniz.




7 Banti ilerletiniz

8 Banti ilerletiniz

9 Banti ilerletiniz

10 Bantin ek uglari diiz zeminde olsun

11 Bantin ek telini takiniz

12 Pano-Soketi takiniz




13 3.Nolu tnitenin soketi takiniz

14 5 Nolu Gnitenin Soketini takiniz

15 Unite kusaklarini vidalayiniz

16 Unite kusaklarini vidalayiniz

17 Bant sag tarafa ilerliyosa kelebegi sikiniz
sol kelebegi aginiz.

18 Bant sol tarafa ilerliyosa kelebegi sikiniz
sag kelebegi aciniz.




19

Motor soketini takiniz.

20 Motoru ok yéniine déndurtniz
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DISLI/ GEAR F.1. 16x1/4 DISLI/ GEAR F.2.18x1/4 MAVSALLI RULMAN / F.3. UPC 25
JOINT BEARING

BANT TUTUCU / F.4 16 PIMLI / 16 PIN F.5 24 PIMLI / 24 PIN F.6

BAND HOLDER

RULMAN / BEARING F.7 6004 KELEBEK / F.8 M-10 PANO KAPAGI KILIDi / F.9
BUTTERFLY HANDLE PANEL COVER LOCK

SASE TEKERLEGI / F.10 100X30 KELEBEK / F.11 M-10/25 SAPLAMA / F.12 M-10/100

FRAME WEEL BUTTERFLY HANDLE STLID

MERDANE / F.13 100X30 EPEDIYEN / F.14 40x5 TUTAMAK SANAY BAKALIT/F.15 NO:2

ROLLER EPEDIYEN BAND HANDLE




ENDAATC. 7420 F.16

OPAS 1x16 FA17 OPAS 3x100 F.18
ACMA KAPAMA ANAHTARI / F.19 LSC 32 F.20 SINYAL LAMBASI/ F.21
START/STOP BUTTON SIGNAL LAMP
POTANS 10K F.22 5 PiMLI / PIN F.23 STAR STOP BUTONU / F.24
STAR SOP BUTTON
e T
] 5 S
o 7 b ]
?
g ?
O — ——
LS GMC 9 F25 LS GMC 65 F.26 U CUBUK RESISTANS / F.27
U-RESISTANCE

rpuson eI ER IO

U. SELPANTIN RESISTANS
U. SERPANTINE RESISTANCE

F.28 ZINCIR 1/4

F.29




REDIKTOR 0,37KW / F. 30
REDUCTOR

MOTOR 0,25 KW F. 31

PERVANE 6 YAPRAK /
SCREN PROPELLER

F. 32 14x30

ENDA 040 F. 33

TEFLON BANT / F. 34
TEFLON BAND

FE-CONST F. 35




