GEZER KAFA CIFT TARAFLI BASKI PRESLERI

TEKNIK KATALOG
TECHNICAL CATALOUGE

KULLANIM KILAVUZU
OPERATION MANUAL

GEZER KAFA CIFT TARAFLI BASKI PRESLERI
SEMI - AUTOMATIC TRANSFER PRESS

Model TP 5060 TP 6080 TP 70110
Baska Alam 500x600 500200 TO0xTD110
Printing Area mm mm mm
Eloktrik G kow - 380V 7.8 kw - 380V 0 hw - 380V
Electric 3 Phase 3 Phase 3 Phases




Not : “Dikkat, Makineyi kullanmadan once, kullanma kilavuzunu okuyunuz".
Note : "Attention, Please read the guide before using’.

GEZER KAFA CIFT TARAFLI TRANSFER PRESI
SEMI - AUTOMATIC TRANSFER PRESS

> 3-) Sarteli saga cevirerek aginiz.

Turn the key to the right to open it.

Termostatdan istenilen isiy1 ayarlayiniz.

Please adjust the temperature from thermostat.

Hava basincini 6 - 7 bar arasi ayarlayiniz.

Adjust the air pressure between 6 and 7 bars.

Zaman rélesinden istenilen zaman siiresini ayarlayiniz.
Please adjust the application time with timer button.
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Makinenin enerjisini saglayiniz.
Switch on the power.

1)

1)

2-) Makinenin hava baglantisini yapiniz.

2-) Connect the air pressure of the machine.

7-) Transfer baski zamanini 7 saniye Gizerinde olmall.
7-) Transfer press application time should be more than 7 seconds.

8-) Uygulamalarda plastisol su bazli flok tas varak transfer baski uygulamalarinda kullanilir. Baska maksatla kullanilmasi tehlikeli ve yasaktir.
8-) The machine can be used for the application of plastisol and water based flock, strass, hot stamping foil and transfer paper printing.
Other applications are dangerous and forbidden.

9-) P igerikli eriyici isidan alev alici patlayici koku verici maddeler presleme yapilamaz, gida icerikli maddeler presleme yapilamaz.
9-) Pvc based, melting, flammable, explosive, smelling materials can not be applied on the machine, and the machine is not for foodstuffs.

10-) Makineyle isiniz bittiginde elektrik ve havayi kapatiniz.
10-) Please switch off the power and air pressure after finish working.

11-) Makinenin metal ve tablalarinin temizligini soguk iken gazli bezle temizleyin. Elektrik ve pnomatik kisimlara hava tutarak temizleyin.
11-) Please clean the metal parts of the machine and the sheet with white spirit when it was cold. Electrical and pneumatic parts of the
machine should be cleaned by air pressure.

12-) Yangin esnasinda makinenin elektrik ve hava tesisatini iptal etmeden dnce hig bir sekilde uygulama yapmayin.
12-) Do not make any application before canceling the power and air connections during the fire.

13-) Presleme esnasinda elinizi tabla tzerine koymayiniz.
13-) Do not put your hands on the sheet during application.

14-) Elektrik 8.2 kw-380V TR-60-F Hava bar - 0 - 8 Air Pressure
Elektrik 6.2 kw -380V TR-50-B Hava bar - 0 - 8 Air Pressure
Elektrik 6.2 kw -380V TR-40-G Hava bar - 0 - 8 Air Pressure

NOT: Makine ariza yaptiginda elektrik ve havayr kapatmadan hic bir sekilde uygulama yapmayin.
NOTE: When the machine breaks down, don't make any application before canceling the power and air connections.



Takoz 17x24x32 SUPPORT BLOC KPS. 13 Kilemens NO3 CONNECTOR KPS. 14
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g%m?{'%%mm KPS. 15 COPPER TUBE Bakir Boru 8.m KPS. 16

Yay / Spring KPS. 17 Valf / VALVE 3x2 KPS. 18

Regletdr 41 dis capi / REGULATOR KPS. 19 K4 ENDA /ATC 9311 KPS. 20

Rulman / BEARING 6203 - Z KPS. 21 BICWNER En¢ anca TYPESD KPS. 22

FELT Kege 50x60 60x80 KPS. 23
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Hortum Girisif HOSE ENTRY KPS. 1 TE 1/4 yuzukla. T 1/4 KPS. 2

s il
KPS. 3 SIVIC - SWITCH KPS. 4
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Zaman Rolesi Soketi / TIME RELAY Emas R21305 KPS. 5 Zaman Rolesi Soketi / TIME RELAY KPS. 6

= &
Acma Kapama Anahtari / START STOP KEY KPS. 7 ﬁ;ﬁ;gﬁfgggg&;ﬁpm{ KPS.8
i ﬂ
Tutamak Sanaybaekalit NO2 KPS. 9 F/ Const cap 8-M.12 KPS. 10
.
KONTAKTOR LS GMC 40 KPS. 11 Takoz 21x31x31 SUPPORT BLOC KPS. 12

CONTACTOR GMC 40




TEFLON / Teflon 50x60 60x80

KPS. 24

RUBBER Kaucuk 50x60 60x80

KPS. 25

Reszistans / RASISTANCE

KPS. 26




